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Medical Illumination System Two MH
S2SMH

FACTORY NEW
The System Two MH series surgical lighting system features
= High-Intensity Discharge (HID) technology that delivers cool,
"—\g white light with virtually zero heat output. Compared to
T traditional halogen surgery lights, the MH series produces
over 100,000 lux output using only a 39-watt HID bulb, versus

< 150 watts for halogen alternatives, while achieving a color
temperature of 4,300° Kelvin.
SOL0 MIOUNT The system incorporates complete mechanical dimming for
precise light control and offers exceptional efficiency and
Stock Photo - Options May Vary performance. The primary bulb has a rated life of 10,000
hours, with a reserve bulb and auto-switchover feature to
prevent interruption during procedures.
The ceiling-mounted design provides durable construction
with 360° rotational contacts at key points and an advanced
suspension arm for smooth, extensive coverage. The light
head features a unique curved facial lens design and fully
adjustable light pattern from 6.5" to 9".
FEATURES SPECIFICATIONS
* 102,000 lux (9,500 ft candles) output at 1 e Central llluminance (adjustable): 2,500 - 9,290
meter distance foot candles, 26,909 - 100,000 LUX
* 4,30092 Kelvin color temperature e Power: 120/230, 50/60Hz 140 Watts
* 50 - 100% mechanical dimming e Bulb Life: 10,000 hours (average) for Primary
* Over 10,000-hour bulb life for primary bulbs * Corrected Color Temperature: 4300°
* Reserve bulb with auto-switchover, in case of * Weight, Solo ceiling mount assembly:
primary bulb failure Approximately 73.5 lbs

*Brochure and images are a general overview of the
product. Actual product options may vary.
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